
TECHNICAL SPECIFICATIONS

DESCRIPTION

Emitting pipe in exterior diameter Ø16 (1) with cilyndrical dripper
selfcompensating,available in various options flow, and
antisuction technology.

Especially suitable for any crop, on slopes.

Key Features:

Pipe made of high quality polyethylene resistant to UV radiation.
Integrated self-compensating cylindrical dripper.
Silicone membrane resistant to chemicals used in agriculture.
Megadrip dripper with large-surface filter to prevent entrance
of particles.
Megadrip dripper AS (version antisuction) specific for
undergroung drip irrigation, preventing dirt from outside.
100 microns filtration recommended for the dripper of 2.3 l/h,
and 130 microns for 4 l/h.

MEGADRIP EMITTING PIPE

Flow 2,3 & 4,0 l/h

Int. - Ext. diameter (1) 13,6 mm - 15,6 mm
13,6 mm - 16,0 mm

Thickness 1,0 mm (Ø15,6 mm) 
1,2 mm (Ø16,0 mm)

Dripper Models AC: Selfcompensating
AS: Selfcompensating & Antisuction

Working range From 0,3 to 3,5 bar (AC y AS)

Roll 400 m

MEGADRIP

MEGADRIP DRIPPER

MEGADRIP ANTISUCTION

Irrigation made in Spain

* Availability of production to any separation of emitters (minimum 0.30 m.). Check minimum lot
of manufacturing.

1. Polyethylene body
2. Polyethylene filter cover
3. Selfcompensating silicone membrane
4. Antisuction membrane
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MAXIMUM RECOMMENDED DRIPLINE LENGTH

EMITTING
SPACING

(m)

                MEGADRIP 2,3 l/h                    MEGADRIP 4,0 l/h
           INLET PRESSURE (m.c.e.)              INLET PRESSURE (m.c.e.)

10 15 20 25 30 35 10 15 20 25 30 35

Length (m.)
Pressure at the end of emitter pipe 0,3 bar

Slope 0%

0,30 47 57 65 72 77 82 32 39 44 49 53 56

0,40 62 75 85 94 101 107 42 51 58 64 69 73

0,50 76 93 105 115 124 132 52 63 72 79 85 90

0,60 90 109 124 136 147 156 61 75 85 93 100 106

0,75 110 134 152 167 180 191 75 91 103 114 122 130

1,00 142 172 196 215 231 246 97 117 133 146 158 168

1,25 172 209 237 260 280 298 117 142 162 177 191 203

This technical specification is prepared  for distribution worldwide.Information, photos and descriptions are only for general purposes. Please consult for technical issues with our technical team
for the proper use of Mondragon Soluciones products. Mondragon Soluciones reserves the right to change the specifications and design of all products without notification.
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